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What is a RF transmission line? 

• A RF transmission line is a defined path between a source and a load

• A transmission line needs to efficiently transfer energy between the source 
and the load
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Even this is a 
transmission line…

•A type of transmission line called a 
cage line, used for high power, low 
frequency applications. It functions 
similarly to a large coaxial cable. 

•This example is the antenna feed line 
for a longwave radio transmitter in 
Poland, which operates at a frequency 
of 225 kHz and a power of 1200 kW.

https://en.wikipedia.org/wiki/Transmission_line#/media/File:Solec_Kujawski_longwave_antenna_feeder.jpg
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Antenna, Transmission Line and Feed Line

• Feed line is just another name for a transmission line

• For efficient transfer of energy from the transmitter to the feed line and 
from the feed line to the antenna, the various impedances need to match.

• When there is mismatch of impedances, things may still work, but not as 
effectively as they could.

4



What happens when 
energy is not perfectly 
delivered to the load?

•Energy not transferred to the load is 
reflected toward the source

•Standing Wave Ratio (SWR) is the 
measurement of the transmitted 
power to the reflected power

https://copaseticflow.blogspot.com/2014/07/standing-wave-ratio-or-swr-ham-radio.html

https://en.wikipedia.org/wiki/Standing_wave_ratio
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Feed Line types

• The purpose of the feed line is to get energy from your station to the 
antenna.

• Basic feed line types.

• Unbalanced: Coaxial cable (coax).

• Balanced: Open-wire or ladder line.

• Each has a characteristic impedance, each has its unique application
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Characteristic Impedance

• Impedance of transmission line is based 
on:

• spacing of conductors

• diameter of conductors

• material between the conductors

https://www.allaboutcircuits.com/textbook/alternating-current/chpt-14/characteristic-impedance/
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Coaxial Cable

• Most common feed line 
in amateur radio

• Easy to use

• Matches impedance of 
modern radio 
equipment (50 ohms)

• Loss of signal depending 
on coax construction 
and material types https://www.dxengineering.com/parts/dxe-8u
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Open-wire and Ladder 
Line

• Typically, 300, 450 or 600 ohms

• Plastic versions sometimes called 
‘window line’
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Feed Line Losses

• Feed line losses dissipate energy as heat

• Losses in the cable's conductors

• Losses in the cable's dielectric material

• Loss is also called attenuation

• Expressed in dB per unit length

• Losses increase with frequency

• Air dielectric cables have the lowest loss

10



Feed Line Losses

• In general, larger diameter cables have 
less loss than smaller diameter cables

• Larger conductors have lower resistance since 
they have more surface area

• Cables with solid shields or multiple 
braids have less loss than poorly 
constructed single-braid cables

• Commonly referred to as braid density
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https://www.alldataresource.com/Commscope-HJ11-50-HJ11-50-HELIAX-
Standard-Air-Dielectric-Coaxial-Cable-corrugated-copper-4-in-black-PE-
jacket_p_376114.html

https://nassaunationalcable.com/products/belden-single-conductor-rg-59-
u-pe-insulation-double-braided-analog-video-coax-cable



Care and Feeding of Feed Lines…

• Keep the lines dry

• Seal connector/cable joints to keep out moisture

• Moisture ingress for coaxial cable causes cable deterioration

• UV-rated cable jackets are designed for long-term outdoor exposure

• Do not exceed cable bend radius recommendations

• Do not exceed maximum power rating of feed line
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Transmission Lines…under the hood

13



Transmission 
Line 

Nomenclature

• VS: source voltage

• ZS: source output 
impedance

• ZO: characteristic 
impedance of the 
transmission line

• ZL: load impedance

https://en.wikipedia.org/wiki/Transmission_line#/media/File:Transmission_line_symbols.svg

Current flow

14



Electric and 
Magnetic 

Fields

•Equal currents in opposite 
directions create magnetic 
fields that cancel OUTSIDE
of the transmission line

•Nomenclature: 

•H = magnetic field

•E = electric field

•I = current flow

https://www.oreilly.com/library/view/rf-and-microwave/9781118349571/c03_level1_1.xhtml

Balanced Transmission Line
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Skin Effect

• AC currents flow on the outer part of 
the conductor

• The higher the frequency, the more the 
currents are confined to the surface 

• Separate currents can flow on the inside 
and the outside of a hollow tube (like a 
coax cable shield) or the surfaces of a 
flat conductor (like a circuit board layer)

• Copper foil thickness on a PCB is about 
1.4mils (35.5μm) 

• Diameter of a human hair: 17-181μm

https://en.wikipedia.org/wiki/Skin_effect

The skin depth, 
δ, is defined as 
the depth where 
the current 
density is just 1/e 
(about 37%) of 
the value at the 
surface
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Common-mode 
and Differential-
mode Currents

• Differential-mode currents: 
the “intended” current flow

• Common-mode currents: the 
“unintended” current flow

The ARRL Antenna Book, 24th Edition
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Everything’s fine…until it isn’t…

• If conductors are away from “external” paths the fields remain “contained” 
inside the transmission line

• What’s an “external” path? 

• Other nearby conductors

• Ground 

• Common-mode currents flow on the “external” path
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Common-mode Current Paths

Ground

Common-mode 
current paths exists 
on the outside of the 
coaxial cable shield
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Antenna

Stray 
capacitance



Ideal Case

•Ideally only differential 
currents exists

•Center conductor

•Inside of outer 
conductor

•No common mode 
currents

https://www.dj0ip.de/rf-cmc-chokes/simple-basic-theory/cmc-detailed/
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Real Case

•Differential currents still 
exist but are imbalanced

•Capacitive coupling causes 
common mode currents to 
flow on the OUTSIDE of the 
coaxial cable shield

•The outside of the cable 
shield can radiate

https://www.dj0ip.de/rf-cmc-chokes/simple-basic-theory/cmc-detailed/
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How do you stop common mode currents?

https://www.hamuniverse.com/balun.html

https://www.on7fuferriteapplications.com/index.php/galery-2/ https://www.qsl.net/ta1dx/amator/broadband_baluns.htm

https://palomar-engineers.com/antenna-products/1-1-balun-kits

Use a balun!

https://www.dj0ip.de/rf-cmc-chokes/different-kinds-of-chokes/d2-guanella-choke/
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Backup
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Simulation

• https://demonstrations.wolfram.com/Electric
AndMagneticFieldsNearATransmissionLine/

• You will need to download the Wolfram 
Viewer tool when prompted. 

• The ‘Poynting Vector’ is the direction of 
propagation along the transmission line.

• The small arrows represent the direction of 
the field lines (electric and magnetic). 
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https://demonstrations.wolfram.com/ElectricAndMagneticFieldsNearATransmissionLine/


Velocity Factor

• The velocity factor is the speed at which an RF signal 
travels through a material compared to the speed the 
same signal travels through a vacuum. The velocity of 
propagation is inversely proportional to the dielectric 
constant. Lowering the constant increases the 
velocity.

• Typically, the higher the velocity factor, the lower the 
loss through the cable.

• Raising the D/d has no effect on Vp

• Raising the dielectric constant lowers Vp
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Velocity Factor

VF%

95 ladder line

82 twin-lead

79

75

66

Transmission 

line type

coaxial cable / 

foam dielectric

RG-6 and RG-8 

coax (thick)

RG-58 and RG-59 

coax (thin)

Typical velocity factors of common transmission lines

VF
1

r

Note: multiply VF by 100% to 
express velocity factor as a 
percentage
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